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PROGRAM TABLE

The following table lists the power consumption and duration for several programs. The table shows the eff ect 

on drying parameters at varying spinning speeds during the washing cycle. Actual consumption can vary 

depending on the room temperature, humidity, load, changes in power supply, and selected options.

The following requirements apply to the consumption values specifi ed below.

Inlet air temperature room temperature

Inlet air humidity 50–60%

Drying temperature Normal

Program A
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Auto normal dry 1000 4,72 2:40

1400 2,63 1:30

1400 2,35 1:20

Auto iron dry 1000 3,80 2:10

1400 2,70 1:30

1400 2,35 1:15

Auto synthetics 1000 1,54 0:55

Full load

Partial load

Small load
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Disposal / recycling of packaging

 
Our product packaging is made of environmentally friendly materials that can be recycled, disposed 

of, or destroyed without any hazard to the environment. To this end, packaging materials are labelled 

appropriately.

The symbol on the product or its packaging indicates that the product should not be treated as 

normal household waste. The product should be taken to an authorized collection centre for waste electric 

and electronic equipment processing.

When disposing of an appliance at the end of its useful life, remove all power cords and destroy the door latch 

and switch to prevent the door from locking or latching (child safety).

Correct disposal of the product will help prevent any negative eff ects on the environment and health of people 

which could occur in case of incorrect product removal. For detailed information on removal and processing 

of the product, please contact the relevant authority in charge of waste management, your waste disposal 

service, or the store where you bought the product.

DISPOSAL
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QUICK GUIDE

3.

2.

4.

6.

5.

7.

1.
SORT THE FABRICS

Sort the fabric by type and by how heavily soiled the laundry is. 

Observe the drying symbols on the laundry labels. Close the zippers, 

hook-and-loop fasteners and buttons.

SWITCH ON THE MAIN ON/OFF SWITCH (ON/OFF)

OPEN THE DRYER DOOR AND INSERT THE LAUNDRY.

Before doing so, make sure the drum is empty.

CHOOSE THE DRYING PROGRAM.

Turn the program selector knob to the desired drying program.

CLOSE THE DRYER DOOR AND PRESS THE START/

PAUSE BUTTON.

Anticipated drying time, in hours and minutes, will be indicated on the 

display.

CHOOSE THE PROGRAM SETTINGS.

Choose the settings by pressing the relevant buttons.

END OF PROGRAM

Open the door and remove the laundry from the dryer.

Clean the filters. See chapter "CLEANING AND MAINTENANCE".

Close the door.

Switch off the main on/off switch.

Remove the plug from the power outlet.

We reserve the right to modifi cations.
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